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B L A D E  F E N C I N G

BLACK WHITE

Finishes

MILL

We are proud to introduce a new 
architectually inspired balustrade 
system BLADE – where no welding is 
required! This stunning new 
balustrade system incorporates 
innovative and unique features, 
blending functionality, safety, and 
aesthetic appeal. The modern and 
highly stylish BLADE uses 50mm x 
10mm vertical balusters with 90mm 
spacings and is available in Matt 
Black, Pearl Matt White or Mill finish.

BLADE not only provides a safe and 
functional balustrade system, but 
also contributes to the overall 
design and aesthetics of a space. 
The system can be tailored to suit 
different architectural styles, from 
modern and contemporary to 
traditional and ornate.

The system features face-mount and 
deck mount applications. BLADE 
allows for a continual run of 50mm x 
10mm balusters without the need for 
vertical posts to secure handrail and 
balusters.
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         FACE MOUNT APPLICATION

         DECK MOUNT APPLICATION
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BALUSTERS THIS SIDE

ALUMINIUM FACE MOUNT AND DECK HOLE POSITIONS

TOP HOLE MACHINING

4000mm

50mm 50mm100mm 100mmØ6.5 (80X)

UNDER SIDE BALUSTER MACHINING

4000mm Long 

93mm lag screw
SS304
M12 thread

115mm lag screw
SS304
M12 thread

160mm lag screw
SS304
M12 thread

120mm threaded rod
SS304
M12 thread

1000mm threaded rod
SS304
M12 thread
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EXPLODED VIEW ASSEMBLED VIEW END VIEW

Handrail

Top baluster screw

Friction insert

Balusters

Undercapping plate
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BLACK WHITE

Finishes

Why choose RAY?
Elevate aesthetics and functional living 
spaces with RAY – the brand new and 
ingeniously designed 50x25mm vertical 
baluster aluminium balustrade system. 
Pushing the boundaries 
of modern design and craftsmanship, 
we've revolutionised traditional 
balustrade systems.

1. STREAMLINED INTEGRATION
The horizontal top and bottom rails
seamlessly pass through expertly
machined holes in the balusters, ensuring a
sleek appearance and superior structural
integrity.

2. ROBUST ALUMINIUM BUILD
Durability meets design. Our balusters are
crafted from high-grade aluminium,
ensuring long-lasting performance without
compromising on elegance.

3. SPACE-SAVVY DESIGN
With a slim 50x25mm profile, vertical
balusters provide a visually expansive feel,
making spaces look bigger and more open,
while ensuring safety and sturdiness.
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R A Y  F E N C I N G

RAY Core Drill
50x50mm core drill posts 
featuring welded RAY 
50x25mm balustrade infill 
panels

01

RAY Base Plated
50x50mm base plated posts 
featuring welded RAY 
50x25mm balustrade infill 
panels

02

RAY Face Mount
50x50mm face mounts posts 
(including end and mid posts) 
with welded RAY 50x25mm 
balustrade infill panels

03
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• Sturdy base plated post 1050mm high overall
• 3.2mm wall thickness post: 50x50mm profile
 100x100mm welded base plate 10mm thick

• 4 x 11mm diameter fixing holes
• Made from 6106 T6: premium rigid alloy
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Base Plated Post (Welded)

Post

•  5800mm long post: suits core drill installation 
Cut to required lengths

•  3.2mm wall thickness post: 50x50mm profile
•  Made from 6106 T6: premium rigid alloy

• 1500mm long face mount MID post
•  Heavy duty 50x50mm aluminum profile: 
• 4mm wall thickness
•  150x150mm welded plate: 10mm thick
•  4 x 13mm diameter fixing holes
• Made from 6106 T6: premium rigid alloy

Post - Wall Faced Mount
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Make your own Balustrade Fencing?

SKYE is a premier aluminum balustrade system, featuring non-weld technology, making it ideal for both new 
constructions and renovations. This system showcases vertical 16.5mm square or 65x16.5mm slat balusters, 
complemented by sturdy 50x50mm posts, with the option of either a rectangular or oval handrail.
Meticulously crafted, SKYE ensures flawless integration, delivering a comprehensive aluminum balustrade 
suite that is effortlessly assembled and installed in either core drill or base plated or face mounted applications.

Available in three distinguished powder-coated finishes—satin black, monument matt, and pearl white gloss 
SKYE also offers a mill finish for bespoke powder coat colors. 

Black Pearl White M o n u m e n t Mill

FINISHES
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S T Y L E S  O F  S K Y E

SKYE Picket Full
The ultimate in picket balustrade – featuring 
16.5x16.5mm square balusters with oval or 
rectangular handrail option. 

SKYE Slat Full
Vertical slat 65x16.5mm slat balusters with 
64mm gap spacing. Increasingly popular having 
regard to Hamptons inspired design. 

SKYE Picket 3-Rail
Features a stylish midrail design incorporating 
16.5x16.5mm square balusters and choice of 
oval or rectangular handrail.

SKYE Slat 3-Rail
Midrail option for 65x16.5mm vertical slat 
balustrade.

01

03

SKYE  balustrade featuring b
face mount posts
Face mount posts feature (i) offset plates for installation at 
end of runs and (ii) centrally positioned plates for mid spans.

05

02

04
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75x30mm top rail 
(available oval or 
rectangle profile) 

Undercapping rail 

75x30mm end cap 

10gx16mm fixing screw  
for end cap

Snap in spacers 

12gx20mm hex flange 
self drilling screw 
16.5x16.5mm  
square pickets/balusters

Punched insert (92.5mm 

gap spacing) 45x45mm 
bottom rail 
(also used as midrail for 3 rail 
installations)

 12gx25mm screws for: 
a. Fixing rail mounting plates

to aluminium posts
Use different/appropriate
screws if fixing to timber/
steel

b. Bottom rail locking screen
c. Fixing undercapping rail to

posts

Mounting plates 

12gx50mm screws for 
fixing mounting plates to 
bottom rail

50x50 SKYE post 
(core drill, welded base 
plate or  face mount 
posts) 

2 part domicile covers if 
using base plated posts. 
Use dress ring if core 
drill post
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AVAILABLE IN 
RECTANGULAR OR 
OVAL PROFILE
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S K Y E  HAMPTON  B A L U S T R A D E
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75x30mm top rail 
(available oval or 
rectangle profile) 

Undercapping rail 

75x30mm end cap 

(available to suit oval or 
rectangle profile) 

10gx16mm fixing screw  
for end cap

Snap in spacers

12gx20mm hex flange 
self drilling screw
65x16.5mm slat balusters 
Punched insert (64mm gap 
spacing)

45x45mm bottom rail 
(also used as midrail for 3 rail 
installations)

12gx25mm screws for: 

a. Fixing rail mounting plates 
to posts (**for fixing to 
aluminium posts.
Use different/appropriate 
screws if fixing to timber/
steel etc)
b. Bottom rail locking screen
c. Fixing undercapping rail to 
posts

Mounting plates 

12gx50mm screws for 
fixing mounting plates to 
bottom rail

50x50 SKYE post  
(core drill, welded base 
plate or  face mount 
posts) 

2 part domical cover  (if 
using base plated posts;  
use dress ring if core drill 
post)
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AVAILABLE IN 
RECTANGULAR 
OR OVAL 
PROFILE
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S K Y E  H O R I Z O N T A L  S L  A T  B A L U S T R A D E

Why choose SKYE horizontal 
slat balustrade?
SKYE Horizontal Slat Balustrade is a complete non-weld system which perfectly typifies the saying ‘simplicity is the 
ultimate form of sophistication’. With sleek lines and innovative design consideration ensuring screw fixings are 
hidden, the system is easy to install and yet provides for a stunning finish. 

The system is stocked in 3 popular powder coat finishes – satin black, monument matt and pearl white glass. It is 
also available in mill finish allowing customisation of powder coat colour. Pre-powder coated material can be cut to 
required lengths and assembled onsite. The installation process is simple and effective – side frames are affixed to 
the sturdy aluminium posts and 65mm horizontal slats are screw fixed at 9mm spacings either side with a fixing 
cover hiding screws. 

Black Pearl White M o n u m e n t Mill

FINISHES



SKYE Horizontal Slat 
Balustrade
Horizontal 65mm slat balustrade with 9mm 
spacing with welded on base plated posts

SKYE Horizontal Slat 
Balustrade
Horizontal 65mm slat balustrade with 
9mm spacing with core drill posts

SKYE Horizontal Slat 
Balustrade
Horizontal 65mm slat balustrade with 
9mm spacing with visibility gap and 
core drill posts 

01

03

02

04

S K Y E  H O R I Z O N T A L  S L  A T  B A L U S T R A D E

SKYE Horizontal Slat Face 
Mount
Horizontal 65mm slat balustrade with 
9mm spacing and face mounted

SKYE Horizontal Slat Face 
Mount
Horizontal 65mm slat balustrade with 
9mm spacing with visibility gap and face 
mounted

05 06

SKYE Horizontal Slat 
Balustrade
Horizontal 65mm slat balustrade with 9mm 
spacing with visibility gap and welded on 
base plated posts
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75x30mm top rail 
(available oval or rectangle profile) 

Undercapping 

rail 75x30mm 

end cap 

(available to suit oval or 
rectangle profile) 

Snap in infill 
(into undercapping void for 
neat finish)

65x16.5mm horizontal 
slat balusters

25x26mm Side frame (fixes 
to post)

25x11mm Fixing cover

10g x 16mm wafer SS304 
screws 
(various applications)

12g x 25mm screws 
(for fixing undercapping rail 
to posts)

50x50 aluminium post 
(core drill, welded base plate 
or  
face mount posts)

2 part domical cover 
(if using base plated posts;  
use a dress ring if core drill 
post) 
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S K Y  P O S T  &  I N F I L  OV E R VI E W

Post with Welded Base Plate
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• Made from Alloy 6106 T6
• 3.2mm wall thickness post: 50x50mm 

profile
• 100x100mm base plate 10mm thick 

welded.
• 4 x 11mm diameter fixing holes
• Screw flutes in extrusion allow non-weld
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21.2mm

17.1mm

Post 

• 50x50x3.2mm
• Made from Alloy 6106 T6
• 3.2mm wall thickness post: 50x50mm profile
• Screw flutes in extrusion allow non-weld

affixing of top rail

Half Post 

21mm
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18mm

Infil

• Snap In infil
• Made from Alloy 6106 T6

100mm

• 50x50x3.2mm
• Made from Alloy 6106 T6
• 3.2mm wall thickness post: 50x25mm profile
• Screw flutes in extrusion allow non-weld

affixing of top rail

• Made from Alloy 6106 T6
• 3.2mm wall thickness post: 50x50mm 

profile
•  100x100mm base plate 10mm thick 

welded.
• 4 x 11mm diameter fixing holes
• Screw flutes in extrusion allow non-weld

• Made from Alloy 6106 T6
• 3.2mm wall thickness post: 50x50mm profile
• 100x100mm base plate 10mm thick welded
• 4 x 11mm diameter fixing holes
• Screw flutes in extrusion allow non-weld
affixing of top rail



Measurements and drawings are provided as a  guide only and should 
not be relied upon solely for installation purposes.

Colours are indicative and should be used as a guide only.  
All products should adhere to a suitable care and maintenance schedule.

© Copyright 2024. This catalogue is the copyright of ECCO LIVING and 
cannot be reproduced, 

copied or replicated without the prior written consent of ECCO LIVING. 
Such consent applies to images as well as text.

Contact Us: sales@eccoliving.com.au
Adam Budai : 0451 677 441

Showroom - Ecco Living
Building D, 60 Perry Street, Matraville, 

Sydney, New South Wales, Australia 2036 
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